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RF4FPA

RF4FPA NEO FR-ENGA CP V00 02 06 2022

RÉCEPTEUR 1 CANAL 
GÉNÉRATEUR DE FIL 
PILOTE 4 ORDRES

RECEPTEUR RADIO 1 CANAL GÉNÉRATEUR DE FIL 
PILOTE.

accordée et nous vous félicitons d’avoir choisi l’un de 

simplicité.
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3
fournies  sur le mur ou sur 
une boîte de raccordement. 

  

4

.

memo

230V~/50Hz
Fil Pilote / Pilot wire output (FP)

23mA max.
N N FP L L

230 V~
Neutre = borne N
Phase = borne L

Neutre bleu = borne N
Fil pilote noir = borne FP
Phase marron = borne L

memo

230V~/50Hz
Fil Pilote / Pilot wire output (FP)

23mA max.
N N FP L L

25 mm

6 mm

SYNOPTIQUE

-
teur

-

NOMENCLATURE DES 
ACCESSOIRES

x3 x3 x3

x2 x1

Cheville

MONTAGE ET RACCORDEMENT

1 Haut

2

30
 m

m

60 mm 
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memo

230V~/50Hz
Fil Pilote / Pilot wire output (FP)

23mA max.
N N FP L L

L
N

N
L

N
FP

L

-

-

memo

230V~/50Hz
Fil Pilote / Pilot wire output (FP)

23mA max.
N N FP L L

L
N

N
L

FP

FP

L

L

N

N

1-

2-

FONCTIONNEMENT

É

2- 

3-  
s’éteint.

1-  
mémo.

un appui court sur le bouton pour interrompre la procé-
dure.

1-  -

2-  
-
-

3- 

-

EN CAS DE COUPURE DE COURANT

courant.
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-

CODE PRODUIT

disponibles. 

RF4FPA

QUE FAIRE EN CAS DE 
PROBLÈMES

(se reporter 
.

.

.
.

.

.

.

OFF pendant 9 minutes.

.

un point de collecte spé-

naturelles.
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scheduler.

DIAGRAM

LED :

PACK CONTAINS

x3 x3 x3

x2 x1

3
provided 
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.

memo

230V~/50Hz
Fil Pilote / Pilot wire output (FP)

23mA max.
N N FP L L

Area that can be removed to enable 

ASSEMBLY AND CONNECTION

1 Top

2-  The module to be connected is located 
on the base.

30
 m

m

60 mm 
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Neutral = Terminal N
Live = Terminal L

Neutral blue = Terminal N
memo

230V~/50Hz
Fil Pilote / Pilot wire output (FP)

23mA max.
N N FP L L

25 mm

6 mm

memo

230V~/50Hz
Fil Pilote / Pilot wire output (FP)

23mA max.
N N FP L L

L
N

N
L

N
FP

L

device - a circuit breaker or a 

-

installed. 

memo

230V~/50Hz
Fil Pilote / Pilot wire output (FP)

23mA max.
N N FP L L

L
N

N
L

FP

FP

L

L

N

N

1-

2-
covers.

OPERATING

is connected to it.

2- -

3-    

1-  

1-  

2-  

3-  -
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circuit.

(See to check that 

.

.
- Delete the memorised code .

.

- Delete the memorised code .
.

status for 9 minutes.
.

PRODUCT CODE

RF4FPA

dispose of it at the end 
of its useful life at a 

less natural resources.
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une marque déposée de CO-INTECH
 registered trademark of CO INTECH S.A.S

Z.I. Montplaisir - 258 Rue du Champ de courses - 38780 PONT EVEQUE - FRANCE

Z.I. de la Pidaie - Rue des Perrières - POUANCE - 49420 Ombree d’Anjou - France
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